ENERGEN

CAROLINA, LLC

3660 Paint
Thinner

This material is for thinning paints. Used for cleaning up after paint guns, the hoses,
and other paint spills. For industrial use, to be used in well ventilated areas. Not to

be used around sparks or flames. Always use protective gear and keep out of reach
of children.

Precautionary Statements:

Ensure good ventilation/exhaustion at the workplace. Open and handle drum with
care. Keep ignition sources away - DO NOT SMOKE. Protect from heat. Protect
against electrostatic charges. Keep respiratory protective device available. Store
away from oxidizing agent. First Aid: Move victim to fresh air. Symptoms of
poisoning may even occur after several hours: therefore, medical observation for at
least 48 hours after accident. IF INHALED- Use a respiration bag or breathing
device. If required, provide artificial respiration. Keep patient warm. Consult doctor
if symptoms persist. In case of unconsciousness place patient stably on side
position for transportation. IF ON SKIN- Immediately wash with water and soap and
rinse thoroughly. IF IN EYES- Remove contact lenses if able to do so. First, blow on
the solution to speed up evaporation. Seek medical treatment. Rinse opened eye
for several minutes under running water. IF INGESTED- Immediately call a doctor. A
person vomiting while lying on their back should be turned onto their side. Do not
induce vomiting; immediately call for medical help.
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Danger

Hazard Statements: Highly Flammable: Will be easily
ignited by heat, sparks or flame. Vapors may form explosive
mixtures with air. Vapors may travel to source of ignition
and flash back. Most vapors are heavier than air. They will
spread along ground and collect in low or confined areas
(sewers, basements, tanks). Vapor explosion hazard indoors,
outdoor or in sewers. Some may polymerize (P) explosively
when heated or involved in a fire. Runoff to sewer may
create fire or explosion hazard. Containers may explode
when heated, many liquids are lighter than water. Inhala-
tion or contact with material may irritate or burn skin and
eyes. Fire may produce irritating, corrosive and/or toxic
gases. Vapors may cause dizziness or suffocation. Runoff
from fire control may cause pollution.

UN1993, Flammable liquids,
N.O.S. (ethyl methly ketone, xylenes), 3,11,
Emergency Contact: Chem-Tel 800-255-3924

Energen Carolina, LLC
834 Dupont Road
Charleston, SC 29407
843-556-6506
www.energensc.com
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